25 JUMP INSPECTION CHECK LIST

HARNESS:
(] Hardware functional and tacked (leg strap B-12s).
a Return springs on snaps still functional.
g Drogue riser L-link screws tight.
a No cuts, fraying or broken stitches on webbing.
CONTAINER:
Q Grommets secure and in place.
aQ No holes in cordura.
a No broken stitches.
a Velcro® is clean and in place.
a Student side attachments are secure with no broken stitches.
a Housings securely tacked.
U Drogue pouch secure, no holes..
RIPCORDS/3-RING RELEASE HANDLE:
Q No kinks or frays in ripcord cables.
g Terminal balls are secure.
Q Pins straight.
a No kinks, dents or loose strands in the 3-ring release cable. Remove and clean cables.
MAIN CANOPY:
Q No holes or tears in the fabric, stitch integrity good.
a No excessive wear or stretching/shrinkage of the lines.
[ No broken stitching at cascade line junction.
Q No cracks in rapide links, Velcro® and stitching good on risers.
Q Swedish link good.
a No holes in slider, stitching good, no burrs on grommets.
a Grommets secure.
DROGUE, MAIN BAG:
a Reinforcing tape on drogue body good.
a Stitching and bar tacks at base of drogue canopy good.
a No holes or excessive wear in the bridle.
Q No excessive wear and no twists in the Y deflation line.
a Bungees not broken.
Q Grommets secure.
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